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FLOOR SPRING




PRODUCT INTRODUCTION

Eveie Sere spingls one of 0 ftng. The product .

functions, Suitable for comman and toughensd wooden door and all [ nhotel, st & Homes.

SUGGESTIONS ON FLOOR SPRING SELECTION

A ifent models offoor springis maily velght

B.Ce k 25 kg per squere meter.As to 12mm tick, 2.3m high and 1m
wide gass door y yap ight shall be 2. q.

(. The weightof the eniie door can be got by adéng up ightol g

. f heavyduty oor srng s chosen foralght the cost il increase, and because it heavy duty

E I floor sping o s, ty e offor sping,

F. For an outside door, i twin-cylinder izes.

G. In Cold area floor sping 502 atavery low temperatun

FLOOR SPRING INSTALLATION STEPS: T
A, Draw fines and make fioor spring pivot center and door nip pivot info the hole of a —~

the door eat.
8. Dril ol on the oo according o the nstucions, The sizes ofthe holes must tighly

mach the foor spring.

C. Place the floor spring into the holes and position i
. Raise the doorleaf instaled with door ip andinstthe ior sping pivt o the hole of

the door e J
E. Adjust the screws at three directions. Make them vertical and the upper and lower pivot -

cenler colncide wih each other

: Adistthe speed of doo osing
. Putthe decoaton cover onte foor spring
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Dimension

262 mm
124 mm
49mm

207mm
143mm
S0mm

298mm
93mm
49.5mm

3timm

39.5mm

281mm

Weight

100kg

80kg

140kg

160kg

150kg

260k
400
350kg
8-

100kg

120-
160kg

DIMENSION/WEIGHT/FUNCTION FORM AT A GLANCE

950mm

700-
900mm

960-
1050mm
950-
1100mm

850-
1050mm

1250mm

1000-
1300m:

1300~
1600mm

1200~
1500mm

900-
1000mm

1000~
1100mm

1000-
1100mm

1300mm

orcris ot 116 | 130 | 180 | 360 | 15econ

Everite quality
trustworthy

Position Adjustment | Max Open Degree ‘ Speed Adjustment

2Sacton




Technical Parameters Door Adjustment

Dimension:262x124x49mm )
Door Weight: 100kg 2

Door Width: 800-950mm

Max. Open Degree: 116° e

mmmm  Backcheck Control
Features:Center Hung, Double Acting With — ’
90'Stop-Device, 2 Section Speed Adjustment Back to Closed Position Area

e Valve Closing Buffeing Function Positon
FLOOR adjustable.
SPRING SERIES
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EV 220B (Geoi)
FLOOR SPRING FLOOR SPRING

oo evertasgenciescom

The Shell effect

The Filling effect
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Technical Parameters

FLOOR SPRING

Dimension:263x123x45mm

Door Weight: 80kg

Door Width: 700-900mm

Max. Open Degree: 116°

Features:Center Hung, Double Acting With
$0'Stop-Devics, 2 Section Speed Adjusiment
Valve Closing Buffering Funciion Position
adjustable,

FLOOR
SPRING SERIES

PAGE 003

Door Adjustment

mmmm  Backcheck Control

WSS Back to Closed Position Area



| F-51

| EV 128 FLOORSPRING FLOOR SPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:297x143x50mm
FLOOR SPRING
Door Weight: 140kg

Door Width: 960-1050mm

Max. Open Degree: 116°

mmmm  Backcheck Control

Features:Center Hung, Double Acting With BN Back to Closed Position Area
90°Stop-Devics, 2 Seciion Speed Adjustment

Valve Closing Bufferng Function Positon

FLOOR . adjustabe

SPRING SERIES
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I EV 222
Sl FLOOR SPRING FLOOR SPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:298x93x49.5mm

Door Weight 160kg

Door Width: 850-1100mm

Max. Open Degree: 116’

mmmm  Backcheck Control
Featurss:Center Hung, Double Acting With BN Back o Closed Position Area
9" Stop-Device, 2 Section Speed Adjustment
Valve Closing Bufiering Funciion Positon

FLOOR adjustable

SPRING SERIES
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m e ]EV 233
Ry FLOOR SPRING FLOOR SPRING

The Shell effect
-

The Filling effect
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FLOOR
SPRING SERIES

Technical Parameters

Dimenision:311x108x39.5mm

Door Weight: 150kg

Door Width: 850-1050mm

Max. Open Degree: 116°

Features:Center Hung, Double Acting With
90'Stop-Davice, 2 Section Speed Adjustrment
Valve Closing Buffering Function Position
adjustable.

PAGE 009

Door Adjustment
o
16
2
[~
2
116
o0

mmmm  Backcheck Control

WS Back to Closed Position Area



- EV 322

FLOOR SPRING FLOOR SPRING

The Shell effect

The Filling effect
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FLOOR SPRIN

FLOOR
SPRING SERIES

PAGE 011

Technical Parameters

2
=
4

Dimenision:281x137x58mm

Door Weight: 200kg

Door Width: 900-1250mm

Max. Open Degree: 116~

Features:Center Hung, Double Acting With
90'Stop-Devies, 2 Secton Speed Adjustment
Valve Closing Buffeing Function Posiion
adjustable.

Door Adjustment

Backcheck Control

Back to Closed Position Area



EV 1400
] FLoor sPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:303x155x51mm %
FLOOR SPRING
Door Weight: 250kg

Door Width: 1000-1300mm

Max. Open Degree: 130

mmm  Backcheck Control
Features;Center Hung, Double Acting With —
90'Stop-Device, 2 Section Speed Adjustment
Valve Closing Buffering Function Position
FLOOR adjustable.
SPRING SERIES -

Back to Closed Position Area

PAGE 013



EF 41
FLOOR SPRING FLOOR SPRING

P————

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:404x170x67mm by
FLOOR SPRING

Door Weight: 400kg 2
= =¢
Door Width: 1300-1600mm
o« -
Max. Open Degree: 116" i
o

W Backcheck Control
Features Cenler Hing, Double Acing Wih == '
90'Stop-Devics, 2 Secton Speed Adustment Back to Closed Position Area

Valve Closing Buffering Function Positon
FLOOR adjustable.

SPRING SERIES

PAGE 015



l | EV 2400

| FLOOR SPRING FLOOR SPRING

weweveritesgencies com

The Shell effect

The Filling effect
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FLOOR SPRING

Technical Parameters

Dimension:385x156x75mm

Door Weight: 350kg

Door Width: 1200-1500mm

Max. Open Degree: 116°

Features:Center Hung, Dauble Acting With
90'Stop-Device, 2 Saction Speed Adjustment
Valve Closing Buffering Function Position
adjustable.

PAGE 017

Door Adjustment

%0

mmmm  Backcheck Control

W Back to Closed Position Area



EV 2500

FLOOR SPRING FLOOR SPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:263x123x45mm 9o

FLOOR SPRING

Door Weight: 80kg

Door Width: 700-900mm

Max. Open Degree: 116°

BN Backcheck Control

Features:Center Hung, Double Acting With = o
90'Stop-Devics, 2 Secion Speed Adustment Back to Closed Position Area
Valve Closing Buffering Function Posiion

FLOOR

adjustable
SPRING SERIES

- -
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EV 6000

'] FLOOR SPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

FLOOR SPRING

Dimension:273x126x70mm

- Door Weight: 120-150kg
- Door Width: 1000-1100mm

Max. Open Degree: 180"

mmmm Backcheck Control
Features:Center Hung, Double Acting With a
05108 StopDevie, 2 Secion SpeedAdusiment " Back 1o Closed Position Area

Valve Closing Bufferng Funcion Posiion
FLOOR adjustable W Hold Open At Any Degree

SPRING SERIES

PAGE 021



~ ] EV 7000
FLOOR SPRING FLOOR SPRING

o swersagencies cam

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:308x108x41mm
FLOOR SPRING

Door Weight: 120-150kg

Door Width: 1000-1100mm

Max. Open Degree: 130"

mmmm  Backcheck Control

Features:Center Hung, Double Acting With BN Back to Closed Position Area
£ -Device, 2 Section Speed Adjustment

Valve Closing Biffering Functon Positon

adustable

FLOOR
SPRING SERIES

PAGE 023



| SENIOUR
. F-31 FLOOR SPRING FLOOR SPRING

The Shell effect

The Filling effect
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Technical Parameters Door Adjustment

Dimension:341x78x60mm «
FLOOR SPRING

Door Weight: 300kg

. Door Width: 1000-1300mm

Max. Open Degree: 360

mmm  Backcheck Control

Features:Center Hung, Double Acting With

90, 130°Stop-Device, 2 Section Speed Adjustment
Valve Closing Bufering Function Position
adjustable

NN Back to Closed Position Area

FLOOR
SPRING SERIES
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| EV 9000

FLOOR SPRING FLOOR SPRING

[o—

The Shell effect

The Filling effect
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PATCH
FITTINGS




EP 10
EGP 10 BOTTOM PATCH

PATCH FITTINGS

EP 20
EGP20 TOPPATCH

EP 25
EGP 25 TOP CORNER PATCH

PAGE 028
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Technical Parameters

DOOR CLOSER

2pned Adusiment o120
Eesios eosiosp 206 188 19 45 67  65105Kg  Holdopen ficion

Egs150 EDS1S00 223 206 19 45 715 105-150Kg

ED 5000 SERIES

DOOR CLOSER

PAGE 030




Technical Parameters

DOOR CLOSER e
AR R G BTn8| R
220 202 19 52 45  40-65Kg

ERNO. 2 Speed Adjustment

DOOR
CLOSER SERIES

ERNO 1117

DOOR CLOSER

PAGE 031



Technical Parameters

L G00R cioéer
A 8 c D E F www e m

ED7I00 200 575 32 20 260 65  4066Kg  2SpesdAdusiment “ONSKingamhod oo facicn

Wi sng am ot cpan ncton
ED7Z0 20 575 32 20 260 6  4D85Kg  2SpesdAdustmant Abminimgmtelo man oy

ED 7100 ED 7200

DOOR CLOSER DOOR CLOSER

PAGE 032



GRACE-93
USSR 1114 DOOR CLOSER

-
GRACE-93 |
DOOR CLOSER

126 180"
A
(mm) (mm)
Mode WIDTH
J A B & o E (o) Closing Latch
cracess| a2s 47 | s2 | 19 | 308 ctop | Pk gnesk Power Adjust

PAGE 033



GRACE-92
9921 DOOR CLOSER

GRACE-92 )
DOOR CLOSER

2 1207
(mm) (mm)
WIDTH
Model | sl a | e | b | & (mm) | Closing Lateh
Back Check
GRace92| 248 |42 | s2 | 19 | 230 | <1050 Dolay Power Adjust

PAGE 034



Technical Parameters

voorcrostr T |

Dimensionsimm)

— Fopablocemrveh
A B E c D i
EV 8003 227 60 435 160 48 2585 2 Speed Adjustment
EV 8104 287 60 435 160 48 40-150 sk check,tolayend
‘closing force adjustment
EV 8106 287 60 435 160 46 40-150

DOOR
CLOSER SERIES

EV 8000
DOOR CLOSER

PAGE 035
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EF 1000
AXIS

Technical Parameters

- Dimension:156x110x42mm

Door Weight: 100kg

- oo it 1000
M M Opn Dogres: 16

PAGE 036



SWING DOOR OPERATOR




SENSO 9923
SWING DOOR OPERATORS

SWING DOOR OPERATOR

PRODUCT FEATURES

» Use Encode brush-free motor worm wheelrod, technology, super quiet operation.

 Multi-function Interface, full function remote controf technology is adopted, with adjustable twin-
door interlock and position, feedback functions.

 Push to Open function, reversed door-closing when touching barrier function.

® It can work with remote control, sensor, button, etc.

PAGE 038



DOOR OPERATORS

PAGE 039

SENSO DOOR 9923

SPECIFICATION GRAPH

|

less than 120 kg
conts —sopen

bk e toor — okl open

dosa i

8- 130”

060
Adjustable 0 x 60 seconds
36

Adjustable 3-6 saconds

38

Adjustatte 3-5 seconds
ot cod ks e okt i
e conto et ol e conv
P —

§

£

Gontinuously Adjustatle

§

AG 220, AC14VIDC20V.

GWI4SW average power
450 LengthxB0Height
B0 Thickness

H
H

.zt

e

N




SENSO FLOOR 9925
EMBEDDED TWO WAY AUTOMATIC DOOR MACHINE

PRODUCT FEATURES

Microcomputer controller sing cutting edge technology
can fast, accurate detection of door status (size, welghl) EV 90 (OW) EV 90 (AW)
set the best operating parameters, to maintain the best

condition.

The use of Brushless Dc motor, torque, long service life, high
effeciency, motor equipped with magnet, locking, locking the
dooris up to 100kg.

Reducer adopts worm wheel and worm gear, bevel gear,
smooth rotation, Ultra quiet operation.

Equipped with remote control, switching easily achieve
normal use and special use.

Equipped with a backup power supply, power door machine
can automatic run for upto 5 hours.

convenient installation, buried underground, the bidirectional
relum, Zero can be adjusted to the same site through the
trol system.

Ds-180 single open door alarm device is the size of the
state.

Optional access, remote monitoring sensor.

PAGE 040



SENSO FLOOR 9924 OW/9925 TW

SPECIFICATION GRAPH

Veriical hinged door of all materials.
Less than 1400mm

less than 250 kg

Opening signal—>uniocking conrol—>open
brake the door—>hold open—>automalic
close —> bufer —> ook

Adjustable bi wards, 90

030
Adjustable 0x~30 seconds
37
Adjustable 3-6 seconds
SWING 3
DOOR OPERATORS Resteble 35 seconds

Cipher code wireless remote
cantrol opening
remote cortrol opening

Applied using an electronic sensing system
e el

Unapplied
Applied using an auomaiic eleciroric proleciion crcuit

Applied

2
g

Applied

Applied

AC 220, AC14V.
BWI4SW average power

340 Lengihx200Height
X108 Thickness

PAGE 041



SLIDING
DOOR SERIES




BLOSH DD/ BLOSH WOC
BLOSH 9912 /9914 / 9916

PRODUCT FEATURES

Microcomputer controlier adopts german technology, so it can detect weight and size of the door
quickly and accurately Optimal parameters can be sat for t to keep the door in the best condition.

R ition of the door can be , Besides, it has adjusting function and is highly
inteligentized

The remote control function, safe and refiable.
IDING DOOR The width power source, low power consumption, effeciency high performance is stable.

Adopt brushless DC mtor and turbine worm reducer, high torque, high effeciency, long operating
ffe.

Best humanity design, good safety has encounter obstacles protection detection function.
Motor lock function when door fully closed, remain closing need not electric (switch) lock.

Half open function can set opening position freely, Cooperate with various of access control modes.
The high quality post sale service

PAGE 043



TECHNICAL PARAMETERS

Loading Gapacity <150 <2x150kg
Voltage 1o powar soirce AC 160250V 5060z
Sensor Type: Compatible with sensors of various modes
Opering rate 100-500 (SEC.)

Closing rate 100:500 (SEC)

Time needed for opening b ]

Force needed for manual opening and closing <40N <SON
Naise while funning 5548

‘Environmental humidity DUGEC

PAGE 044
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Remote Control

Finger Print access

Remote contrllr Salety e Uninterrupted power supply (UPS)

Doorl ‘power supply Special Lo

Door Lock Power Supply

Magnetic Lock

Cathode Lock Microwave sensor

PAGE 046



Door Control Hardware
Hydraulic Patch

EV 2014

FLOOR SPRING FLOOR SPRING SERIES

No-Digging New Floor Hinge

PAGE 047

Product Size Performance Specification

Glass Thickness Door Widh Capacy

Max Open Degree 150 10
0'HO or NHO

wo Sections Speed Valve 0
losing Speed: 90 - 10

* Latching Speed: 10 -0 10




JEV 2014

'l FLOOR SPRING SERIES

Speed Adjustable

Speed
Adju sting Valve
L
Fast Slow

No.2 Brake Spee d

No.1 Closing Spee d

Installation Instruction

Glass Cutting

178mm

@)

FLOOR SPRING

o varteagencies com
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EVERITE AGENCIES PVT. LTD.

5, Central Mkt., Punjabi Bagh (W) New Dethi-110026
E: jsvedi@yahoo.com
W: www.everiteagencies.com



